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Pure Music. Pure Exposure.

For over 50 years, Exposure Electronics has been dedicated to crafting high-
fidelity audio equipment that brings music to life. Founded on the principles of 
precision engineering, uncompromising quality, and pure sound reproduction, 
Exposure has earned a reputation among music lovers and audiophiles 
worldwide.

Our mission is simple: to deliver audio products that preserve the integrity of 
the original recording, allowing you to experience music exactly as the artist 
intended. Every component we design and build reflects our commitment to 
performance, reliability, and timeless design.

From our renowned amplifiers to our cutting-edge digital solutions, every 
Exposure product is the result of meticulous attention to detail, using premium 
components and expert craftsmanship. This dedication ensures that our 
products not only perform at the highest level but also stand the test of time.

Welcome to a world where clarity, dynamics, and musicality take centre stage.
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360 TURNTABLE

Designed to let vinyl feel natural, expressive 
and deeply engaging. Its carefully balanced 
construction keeps distractions low so the music 
can shine, while the external power supply 
maintains a clean, stable presentation. Ready for 
MM and MC cartridges (not supplied) the 360 
Turntable gives you the freedom to shape your 
own sound and reconnect with the character of 
every record you play.

DAC

The DAC is designed to bring digital music 
to life with clarity, ease and a natural sense 
of flow. Its low‑noise power architecture and 
resonance‑controlled aluminium chassis create a 
clean, stable platform for the music to shine, while 
the refined analogue stage delivers a smooth, 
expressive presentation that feels effortlessly 
engaging. With both unbalanced and balanced 
outputs and a flexible digital volume system for 
direct connection to power amplifiers, the DAC 
adapts beautifully to a wide range of systems. 
A crisp white OLED display completes the 
experience, giving the DAC a modern, understated 
elegance that fits seamlessly into any listening 
space.

2510 INTEGRATED AMPLIFIER

The 2510 Integrated Amplifier delivers the lively, 
expressive character that makes music feel 
immediate and enjoyable. Its refined analogue 
design and carefully tuned internal layout keep 
the signal path clean and direct, allowing the 
amplifier to respond with clarity, drive and a natural 
sense of rhythm. With a built‑in MM phono stage, 
flexible connectivity and the control of a dedicated 
pre‑amp output, the 2510 Integrated Amplifier slots 
effortlessly into a wide range of systems. Housed in 
all‑aluminium casework and supplied with remote 
control, it offers reliable, long‑term performance 
with the understated elegance expected from 
Exposure.

3510 SERIES

The 3510 Series brings a step up in scale, authority and musical refinement, offering a complete family 
of components that work seamlessly together. Whether you choose the CD player, integrated amplifier, 
pre‑amplifier, stereo power amplifier or mono power amplifiers, each model is voiced with the same sense 
of openness, drive and effortless musical flow. The engineering stays quietly in the background, letting 
the system deliver a presentation that feels clean, dynamic and naturally expressive. With the flexibility 
to build a system that grows with you, the 3510 Series offers the clarity, control and long‑term musical 
enjoyment that define Exposure’s approach to high‑end audio.
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5510 SERIES

The 5510 Series represents the pinnacle of Exposure engineering, bringing greater scale, grip and 
refinement to every part of the musical performance. Designed as a true flagship family, the integrated 
amplifier, pre‑amplifier and mono power amplifiers share a calm authority that lets the music unfold with 
effortless clarity and control. The presentation is spacious, dynamic and beautifully composed, revealing 
subtle textures while delivering the drive and impact that define real high‑end sound. Every element of 
the design works quietly in the background to reduce noise, enhance stability and preserve the natural 
flow of the recording. Whether used as a single‑box solution or as a full pre‑power system, the 5510 
Series offers a level of transparency, power and musical engagement that stands at the very top of the 
Exposure range, built for listeners who want the purest connection to their music.

XM SERIES

The XM Series brings Exposure’s musical clarity and drive to a compact, beautifully engineered range 
designed for modern living spaces. Despite their smaller footprint, the phono amplifier, pre‑amplifier, 
integrated amplifier, headphone amplifier, CD player and mono power amplifiers all share the same 
open, expressive and rhythmically engaging character that defines the brand. Each model is crafted to 
deliver a clean, confident performance with low noise and excellent control, allowing the music to shine 
without distraction. Whether used individually or combined into a complete system, the XM Series offers 
remarkable flexibility and refinement, making high‑end sound accessible where space is at a premium 
while still capturing the unmistakable Exposure musicality.

VXN SERIES

The VXN Series is Exposure’s precision‑engineered solution for listeners who want absolute control 
and purity in their analogue signal path. The phono amplifier, 2‑way and 3‑way active crossovers, and 
dedicated external PSUs work together as a modular system designed for exceptional clarity, stability and 
low noise. Each unit relies on its own VXN PSU power supply to isolate delicate circuits and unlock greater 
transparency, separation and dynamic expression. Whether refining a vinyl‑focused setup or building a 
fully active loudspeaker system, the VXN Series offers outstanding precision, flexibility and musical insight 
for those who want to shape their system at the highest level.



Exposure Product Brochure
Page 8

Exposure Product Brochure
Page 9

www.exposurehifi.com www.exposurehifi.com

Technical Specifcations
2510 INTEGRATED AMPLIFIER

Power Output (1 kHz) 75 W per channel into 8 Ω

Total Harmonic Distortion <0.015% at 1 kHz, rated power

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio (ref. 1 kHz, 75 W output) >100 dB 
(A‑weighted)

Channel Separation >60 dB @ 1 kHz (LINE input open), 
>80 dB (LINE input shorted); >40 dB @ 20 kHz (LINE input 
open), >60 dB (LINE input shorted)

Pre‑Amplifier Output +12 dB (ref. LINE input)

Frequency Response (Pre‑Amp) 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio (ref. 1 kHz, 1 V output) >100 dB 
(A‑weighted)

Channel Separation @ 20 kHz >60 dB (input shorted), 
>40 dB (input open, AUX2 input)

AV Input (Fixed Level) 850 mV @ 1 kHz, 10 kΩ, S/N 
>100 dB

AUX 1 Phono Input (MM) 2.5 mV @ 1 kHz, 47 kΩ, S/N 
>72 dB

LINE Inputs (except AV) 350 mV @ 1 kHz, >14 kΩ, S/N 
>100 dB

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <200 W

Dimensions (W × H × D) 440 × 90 × 315 mm

Net Weight 6 kg

Gross Weight 8 kg

3510 INTEGRATED AMPLIFIER

OUTPUTS

Power Output (Stereo) 110 W per channel @ 1 kHz into 
8 Ω

PRE-AMPLIFIER

Pre‑Amplifier Output 1.9 V for rated input (gain +18 dB, 
full volume)

Maximum Output 7.7 V RMS @ 1 kHz

Frequency Response 20 Hz–20 kHz ±0.5 dB

Total Harmonic Distortion <0.03% at rated output, ref. 
1 kHz

Signal‑to‑Noise Ratio >100 dB, ref. rated output

Channel Separation >60 dB, 20 Hz–20 kHz

HEADPHONE

Output Impedance <12 Ω @ 1 kHz

Maximum Level into 33 Ω @ 1 kHz & 0.05% THD 
4.8 V RMS (700 mW)

Total Harmonic Distortion @ 2 V Output, 1 kHz <0.02% 
(120 mW)

Maximum Level into 330 Ω @ 1 kHz & 0.02% THD 
7 V RMS (150 mW)

Total Harmonic Distortion @ 2 V Output, 1 kHz <0.015% 
(12 mW)

INPUTS (LINE)

Input Impedance 17 kΩ minimum (line input)

Input Sensitivity 250 mV

GENERAL

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <400 W, 8 Ω load, both channels 
driven

Dimensions (W × H × D) 440 × 115 × 315 mm

Net Weight 12 kg

Gross Weight 14 kg

Technical Specifcations
3510 PRE-AMPLIFIER

Output Level 1.9 V for rated input (gain +18 dB, full 
volume)

Maximum Output 7.7 V RMS @ 1 kHz

Frequency Response 20 Hz–20 kHz ±0.25 dB

Total Harmonic Distortion <0.005% @ 1 kHz, ref. rated 
output

Signal‑to‑Noise Ratio >100 dB (A‑weighted)

Input Impedance 18 kΩ minimum

Input Sensitivity 250 mV

Mains Supply 110/120 V or 220/240 V, 50/60 Hz (factory 
set)

Power Consumption <25 W

Dimensions (W × H × D) 440 × 90 × 315 mm

Net Weight 7 kg

Gross Weight 9 kg

3510 CD PLAYER

Output Level 2 V RMS

Frequency Response 20 Hz–20 kHz ±0.25 dB

Total Harmonic Distortion <0.007%, 20 Hz–20 kHz, 
0 dBFS

Signal‑to‑Noise Ratio >100 dB (A‑weighted)

Digital Outputs S/PDIF, Coaxial, and Toslink Optical

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <25 VA

Dimensions (W × H × D) 440 × 94 × 300 mm

Net Weight 5 kg

Gross Weight 7 kg

3510 STEREO AMPLIFIER

Power Output (Stereo) 110 W per channel @ 1 kHz into 
8 Ω

Frequency Response 20 Hz–20 kHz ±0.5 dB

Total Harmonic Distortion <0.015% at rated output, ref. 
1 kHz

Signal‑to‑Noise Ratio >100 dB, ref. rated output

Channel Separation >60 dB, 20 Hz–20 kHz

Input Impedance 18 kΩ

Input Sensitivity 1.85 V @ 1 kHz

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <400 W, 8 Ω load, both channels 
driven

Dimensions (W × H × D) 440 × 115 × 300 mm

Net Weight 12 kg

Gross Weight 14 kg

3510 MONO AMPLIFIER

Power Output 100 W per channel into 8 Ω

Frequency Response –3 dB at 60 kHz, ref. 1 kHz

Total Harmonic Distortion <0.01% @ 1 kHz, ref. rated 
power

Signal‑to‑Noise Ratio >110 dB (A‑weighted), ref. rated 
output

Input Impedance 50 kΩ @ 1 kHz (unbalanced input)

Input Sensitivity (Unbalanced) 1.75 V @ 1 kHz

Input Sensitivity (Balanced) 875 mV per input @ 1 kHz

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <400 W, 8 Ω load

Dimensions (W × H × D) 440 × 115 × 300 mm

Net Weight 12 kg

Gross Weight 14 kg
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Technical Specifcations
5510 INTEGRATED AMPLIFIER

PRE-AMPLIFIER

Gain (max volume) ×7.6 (+17 dB)

Total Harmonic Distortion <0.01% @ 1 kHz, rated power

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio >100 dB (A‑weighted), ref. 1 kHz & 
1.7 V output

Channel Separation >60 dB @ 20 kHz

AV Input Fixed Level 900 mV for rated power

Input Impedance >10 kΩ

Output Impedance 50 Ω, ref. 1 kHz

POWER AMPLIFIER (LINE INPUT)

Power Output 120 W per channel into 8 Ω @ 1 kHz

Total Harmonic Distortion <0.02% at rated power into 
8 Ω, ref. 1 kHz

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio >100 dB (A‑weighted), ref. 1 kHz at 
rated output

Channel Separation >60 dB @ 20 kHz

GENERAL

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <400 W, 8 Ω load, both channels 
driven

Dimensions (W × H × D) 440 × 115 × 315 mm

Net Weight 12 kg

Gross Weight 14 kg

5510 PRE-AMPLIFIER

Gain (unbalanced, max volume) ×4.7 (+13.5 dB)

Gain (balanced, max volume) ×9.4 (+19.5 dB)

Total Harmonic Distortion <0.001% @ 1 kHz & 1.7 V output

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio >100 dB (A‑weighted), ref. 1 kHz & 
1.7 V output (unbalanced)

Channel Separation >60 dB @ 20 kHz

AV Input Fixed Level 900 mV

Input Impedance >10 kΩ

Output Impedance 50 Ω, ref. 1 kHz (each output)

Maximum Output >9 V RMS (unbalanced)

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <30 W

Dimensions (W × H × D) 440 × 90 × 315 mm

Net Weight 7 kg

Gross Weight 8 kg

5510 MONO AMPLIFIER

Power Output 200 W into 8 Ω, 370 W into 4 Ω

Input Impedance 75 kΩ @ 1 kHz (unbalanced input)

Frequency Response –3 dB at 52 kHz, ref. 1 kHz 
(unbalanced input)

Total Harmonic Distortion <0.015% @ 1 kHz, 200 W into 
8 Ω, <0.005% @ 1 kHz, 100 W into 8 Ω

Signal‑to‑Noise Ratio >120 dB (A‑weighted), ref. 200 W 
into 8 Ω, >100 dB (A‑weighted), ref. 1 W into 8 Ω

Mains Supply 110/120 V or 220/240 V, 50/60 Hz (factory 
set)

Power Consumption <800 VA, 8 Ω load

Dimensions (W × H × D) 440 × 115 × 300 mm

Net Weight 14 kg

Gross Weight 16 kg

Technical Specifcations
XM3 PHONO AMPLIFIER

MOVING MAGNET INPUT

Sensitivity 3.5 mV input for 350 mV output (40 dB gain 
setting)

Gain Adjustment 40–46 dB via DIL switches on rear panel

MOVING COIL INPUT

Sensitivity 350 µV input for 350 mV output (60 dB gain 
setting)

Gain Adjustment 40–60 dB via DIL switches on rear 
panel

Frequency Response 30 Hz–20 kHz ±0.25 dB, ref. 1 kHz, 
with LF roll‑off below 30 Hz

Total Harmonic Distortion @ 1 kHz (ref. 350 mV output) 
<0.025%

Maximum Output Voltage 7.8 V RMS @ 1 kHz

Output Impedance 50 Ω

GENERAL

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <25 W

Dimensions (W × H × D) 218 × 90 × 348 mm

Net Weight 4 kg

Gross Weight 5 kg

XM5 INTEGRATED AMPLIFIER

Power Output (1 kHz) 60 W per channel into 8 Ω

Total Harmonic Distortion <0.01% @ 1 kHz, rated power

Frequency Response 20 Hz–20 kHz ±0.5 dB

Pre‑Amplifier Output +12 dB gain

Channel Separation @ 25 kHz >60 dB @ 1 kHz

AV Input (fixed level) 450 mV @ 1 kHz, >12 kΩ, S/N 
>100 dB

AUX/PH Input (MM) 2.5 mV @ 1 kHz, 47 kΩ, S/N 70 dB

AUX 2 Input (Line) 350 mV @ 1 kHz, >14 kΩ, S/N >100 dB

S/PDIF Inputs (BNC Coax & Optical) 32–192 kHz PCM

USB Input 44.1–768 kHz upto 32 bit PCM, DSD x64-256 
(DoP)

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <200 W, both channels driven into 
8 Ω

Dimensions (W × H × D) 218 × 90 × 363 mm

Net Weight 5 kg

Gross Weight 6 kg



Exposure Product Brochure
Page 12

Exposure Product Brochure
Page 13

www.exposurehifi.com www.exposurehifi.com

Technical Specifcations
XM7 PRE-AMPLIFIER

HEADPHONE OUTPUT

Maximum Level into 33 Ω 5 V RMS @ 1 kHz & 0.1% THD

Total Harmonic Distortion @ 2 V Output, 1 kHz <0.03%

Maximum Level into 330 Ω 8 V RMS @ 1 kHz & 0.1% THD

Total Harmonic Distortion @ 2 V Output, 1 kHz <0.01%

INPUTS

AV Input (fixed level) Sensitivity 450 mV @ 1 kHz

AUX/PH Input (MM) Sensitivity 2.5 mV @ 1 kHz

AUX 2 Input (Line) Sensitivity 350 mV @ 1 kHz

Total Harmonic Distortion <0.005% @ 1 kHz, 1.3 V RMS 
output

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal‑to‑Noise Ratio >92 dB, ref. 1.3 V RMS output @ 
1 kHz

S/PDIF Inputs (BNC Coax & Optical) 32–192 kHz PCM

USB Input 44.1–768 kHz upto 32 bit PCM, DSD x64-256 
(DoP)

GENERAL

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <25 W

Dimensions (W × H × D) 218 × 90 × 363 mm

Net Weight 5 kg

Gross Weight 6 kg

XM9 MONO AMPLIFIER

Power Output (1 kHz) 80 W per channel into 8 Ω

Total Harmonic Distortion <0.005% @ 1 kHz, rated power

Frequency Response 20 Hz–20 kHz ±0.5 dB

Input Sensitivity (Unbalanced, ref. 1 kHz & rated output) 
1.6 V RMS

Gain (Unbalanced) ×16 (+24 dB) @ 1 kHz

Input Impedance (Unbalanced) >77 kΩ

Signal‑to‑Noise Ratio (Unbalanced) >95 dB, ref. 1 kHz & 
rated output

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <200 W

Dimensions (W × H × D) 218 × 90 × 348 mm

Net Weight 5 kg

Gross Weight 6 kg

XM CD PLAYER

Output Level 2 V RMS

Frequency Response 20 Hz–20 kHz ±0.25 dB

Total Harmonic Distortion <0.008%, 20 Hz–20 kHz, 
0 dBFS

Signal‑to‑Noise Ratio >100 dB (A‑weighted)

Digital Outputs S/PDIF, Coaxial, and Toslink Optical

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <15 W

Dimensions (W × H × D) 218 × 94 × 348 mm

Net Weight 4 kg

Gross Weight 5 kg

Technical Specifcations
XM HP HEADPHONE AMPLIFIER

ANALOGUE INPUTS

Pre-Amplifier Output (input sensitivity / impedance / 
S/N)

AUX/PH input MM 2.5 mV @ 1 kHz, 47 kΩ, S/N >73 dB

Frequency Response ±0.5 dB from 50 Hz to 20 kHz, 
high‑pass roll‑off −1.5 dB @ 20 Hz

AUX 2 & AUX 3 input line 350 mV @ 1 kHz, >14 kΩ, gain 
×3.75 (+11.5 dB)

Total Harmonic Distortion <0.005% @ 1 kHz, 1.3 V RMS 
output

Frequency Response 20 Hz–20 kHz ±0.5 dB

Signal to Noise Ratio >92 dB, ref. 1.3 V RMS output @ 
1 kHz

Channel Separation @ 20 kHz >60dB

DIGITAL INPUTS

S/PDIF Inputs (BNC Coax & Optical) 32–192 kHz PCM

Total Harmonic Distortion <0.005% @ 1 kHz, 1.3 V RMS 
output

Signal to Noise Ratio >98 dB, ref. 1.3 V RMS output @ 
1 kHz

USB Input 44.1–768 kHz upto 32 bit PCM, DSD x64-256 
(DoP)

HEADPHONE OUTPUTS

Output Impedance <5 Ω

Maximum Level into 33 Ω 7 V RMS @ 1 kHz & 0.01% THD 
(1.5 W)

Total Harmonic Distortion @ 2 V output, 1 kHz <0.003% 
(120 mW)

Maximum Level into 330 Ω 7.5 V RMS @ 1 kHz & 0.01% 
THD (170 mW)

Total Harmonic Distortion @ 2 V output, 1KHz <0.003% (12 
mW)

Minimum Load Impedance (all outputs combined) 16 Ω

GENERAL

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <15 W

Dimensions (W x H x D) 218mm x 90mm x 363mm

Net Weight 4kg

Gross Weight 5kg
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Technical Specifcations
VXN PSU (Power Supply Unit)

DC Outputs Each output provides 2 × 30 V DC and 1 × 
12 V DC for powering VXN components

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption <50 W when supplying VXN 
components

Dimensions (W × H × D) 218 × 90 × 348 mm

Net Weight 4 kg

Gross Weight 5 kg

VXN 2 WAY & 3 WAY ACTIVE CROSSOVER

2‑Way / 3‑Way Active Crossover Roll‑off rates and level 
settings matched to the loudspeaker in use (specified at 
time of order)

Treble Section 12–18 dB per octave high‑pass filter

Mid Section 12–18 dB per octave high‑pass filter, 6–18 dB 
per octave low‑pass filter

Bass Section 6–18 dB per octave low‑pass filter

Maximum Output Level (any output) 7 V RMS

Bass Output THD @ 100 Hz, 2 V Output <0.005%

Mid Output THD @ 1 kHz, 2 V Output <0.005%

Treble Output THD @ 10 kHz, 2 V Output <0.005%

Signal‑to‑Noise Ratio >100 dB, ref. 2 V output (any 
output)

Output Impedance @ 1 kHz (any output) 50 Ω

Level Settings (Treble & Mid) Adjustable via internal 
DIP switches (one bank per channel), range −0.5 dB to 
−6.5 dB (special values available to order)

Power Requirement Powered exclusively by an 
Exposure VXN Power Supply

Power Consumption <10 W

Dimensions (W × H × D) 218 × 90 × 348 mm

Net Weight 2 kg

Gross Weight 3 kg

VXN PHONO AMPLIFIER

OUTPUTS

Nominal Output 500 mV (dependent on gain setting)

Maximum Output 7.8 V @ 1 kHz

Output Impedance 50 Ω

Total Harmonic Distortion @ 1 kHz (ref. 500 mV output) 
<0.005%

Frequency Response 30 Hz–20 kHz ±0.25 dB, ref. 1 kHz, 
with LF roll‑off below 30 Hz

MOVING MAGNET INPUT

Sensitivity 5 mV input for 500 mV output (40 dB gain 
setting)

Signal‑to‑Noise Ratio >82 dB (A‑weighted), ref. 1 kHz & 
500 mV output

MOVING COIL INPUT

Sensitivity 500 µV input for 500 mV output (60 dB gain 
setting)

Signal‑to‑Noise Ratio >72 dB (A‑weighted), ref. 1 kHz & 
500 mV output

GENERAL

Power Requirement Powered exclusively by an 
Exposure VXN Power Supply

Power Consumption <10 W

Dimensions (W × H × D) 218 × 90 × 348 mm

Net Weight 2 kg

Gross Weight 3 kg

Technical Specifcations
DAC

S/PDIF Seven inputs, supporting 32 kHz–192 kHz PCM

USB 44.1 kHz–768 kHz up to 32‑bit PCM, DSD ×64–256 
(DoP)

Output Level (Unbalanced) 2.1 V fixed or 4.7 V at 
maximum volume

Output Level (Balanced) 4.2 V fixed or 9.4 V at maximum 
volume

Output Impedance 50 Ω @ 1 kHz

Frequency Response 20 Hz–20 kHz ±0.2 dB

Total Harmonic Distortion <0.0025% @ 1 kHz, 2.1 V RMS 
output

Signal‑to‑Noise Ratio >115 dB, ref. 2.1 V RMS output @ 
1 kHz

Channel Separation >100 dB from 20 Hz–20 kHz

Mains Supply 110/120 V or 220/240 V @ 50/60 Hz 
(factory set)

Power Consumption 15 W

Dimensions (W × H × D) 440 × 90 × 300 mm

Net Weight 7 kg

Gross Weight 9 kg

360 TURNTABLE

Turntable Dimensions (W × H × D) 447 × 120 × 360 mm

Power Supply Dimensions (W × H × D) 180 × 50 × 155 mm

Net Weight 5 kg

Gross Weight 7 kg
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